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Deleting configuration on Huijue fiber
optic switch

Overview
Runtime configuration purge: SSH into the  Huawei switch, enter privilege mode, run
reset saved-configuration. Confirm twice —this wipes the startup config but preserves
runtime operations temporarily. After reboot, the device loads a clean slate without.
Clearing the configuration file: If the original configuration file does not match the
system software after a system software upgrade, the configuration file is damaged,
or an incorrect configuration file is loaded, you can clear the original configuration file
and specify a new configuration. Log in to the CLI interface of the switch, connect the
console port of the switch with a console cable, open the hyper terminal CRT, and set
related parameters. Manually power off and restart the device. When prompted by
Ctrl+C, press the Ctrl key C key on the keyboard at the same time to enter the. I
want to know if there is any command that delete the configuration of an interface in
one time, either of using "no" for each config. assume this config: either of doing no
with each switchport, using one command to erase all this lines would be useful! I
precise for a physical interface, not a. Clearing configurations on an interface at a
time: To use a configured interface for another purpose, you need to delete
configurations on the interface one by one.
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Sep 24, 2025

Delete a configuration of an interface

Solved: Hi everybody, I want to know if there is any command that delete the
configuration of an interface in one time, either of using "no" for each config. assume
this config:

Dec 07, 2025

HP ProCurve Switch Modules Installation Guide

If you experience a high number of transmission errors on the Gigabit-LX ports,
usually CRC or FCS errors, you may need to install one of these patch cords between
the Gigabit-LX Module installed in

May 29, 2026

Removing and Installing Transceivers and Fiber-Optic Cables on

Fiber-optic transceivers and fiber-optic cables connected to transceivers emit laser
light that can damage your eyes. Laser Warning: Do not leave a fiber-optic
transceiver uncovered except

Jun 04, 2026

S5860 Series Switches Reset and Recovery System Configuration

Use the up, down, left and right keys of the keyboard to move the cursor, find the
corresponding password configuration, press dd twice in succession, delete the entire
line of commands, and finally

Apr 29, 2026

Configuring Fibre Channel Switches (Applicable to Fibre Channel ...

Configuring Fibre Channel Switches (Applicable to Fibre Channel Connections) Fibre
Channel switch configuration includes setting domain IDs, configuring the long-
distance mode for links, and creating

Jan 19, 2026

Master the Basic Command Configurations of Huawei,

As technology advances, networking switches have become an integral part of the IT
infrastructure. They play a crucial role in directing

Nov 30, 2025

S5860-20SQ Switch Reset and Recovery System Configuration Guide
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To do password recovery, you need to prepare the configuration line (console line).
During the password recovery process, you need to restart the device to complete
the operation at the CTRL layer. During

Aug 29, 2025

How to Delete Configuration on Huawei Switch ? Can

Mastering how to delete configuration on Huawei switch hardware means embracing
impermanence. You design templates—standard VLAN

Oct 09, 2025

Configuring Fibre Channel Interfaces

Send feedback to nx5000-docfeedback@cisco 1-2 Cisco Nexus 5000 Series Switch CLI
Software Configuration Guide OL-16597-01 Chapter 1 Configuring Fibre Channel
Interfaces Information About

Jun 26, 2026

Configuring Unidirectional Single-Fiber Communication

The unidirectional single-fiber communication function can address this issue. A
single fiber means that two optical modules are connected by only one fiber, and
unidirectional communication means that

Apr 22, 2026

Deleting the Configuration on a Specified Interface

CX320 Switch Module V100R001 Configuration Guide 15 Deleting the Configuration
on a Specified Interface You can use either of the following methods to delete the
configuration on a specified

Dec 06, 2025

Huawei Technical Support

This page provides guidance on deleting the configuration file for the next startup
and retaining the current startup configuration file.

Sep 21, 2025

Ethernet Interface Configuration Commands

If a large number of configurations exist on the device, deleting the configurations
takes much time and increases the maintenance workload. To reduce the
maintenance workload and operation

Dec 10, 2025

Software Manual
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DNS Server This setting controls the DNS name resolution done by the switch. There
are four servers available for configuration, and the index of the server presents the
preference (less index has higher

Sep 08, 2025

Telecom Cabinet Manufacturer, fiber optical patch cord, 12 core patch ...

Telecom Cabinet Supplier, fiber optical patch cord, 12 core patch cords
Manufacturers/ Suppliers - Shanghai Huijue Network Communication Equipment Co.,
Ltd.

Jun 02, 2026

Quick start guide Fibersystem Fiber Optical Switches Fibersystem AB

Step 2: Go to your web browser and go to: 192.168.1.1 Fibersystems Fiber Optical
Switches has below setings as default: : 192.168.1.1 Netmask: 255.255.255.0 De The
setings can be changed after login.

Aug 12, 2025

Deleting a Switch Configuration

This is a destructive procedure and must not be performed if the switch is being
replaced. Also, you cannot delete a switch configuration for a switch that is currently
in the fabric; this action will not be

Mar 27, 2026

How can I delete the L3 switch port configuration?

I have HP 5500 L3 switch. I wanted to delete the particular port configuration and
wanted to reconfigure it. Since the command set is different from Cisco, can anyone
help me?

Jun 14, 2026

Delete All Configurations Of Huawei Switch _ Gpon Solution

Procedure1: To delete all configurations of huawei switch, delete the vrpcfg.cfg file
from the flash memory, and then restart the switch. The vrpcfg.cfg file cannot be
deleted when it is running because

Sep 22, 2025

How to delete interface configuration using one command?

clear configuration interface gigabitethernet 0/0/1 Warning: All configurations of the
interface will be cleared, and its state will be shutdown. Continue? [Y/N] :y Info: Total

Jan 25, 2026
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Microsoft Word

Performance, configuration, and flexibility are suitable for a wide range of
applications, including fiberoptic component testing systems, remote fiber test
systems in telecommunications, and research

Mar 28, 2026

Ethernet Interface Configuration Commands

To reduce the maintenance workload and operation complexity, run the clear
configuration port-isolate command in the system view to clear all the interface
isolation configurations on the device.

May 21, 2026

delete all configurations of huawei switch

To delete all the configurations of huawei switch, delete the vrpcfg.cfg file from the
flash memory, and then restart the switch. The vrpcfg.cfg file cannot

Jan 18, 2026

Clearing the Configuration

To reduce maintenance workload and simplify operation, you can clear all
configurations on the interface at a time. Clearing inactive configurations on a switch:
If a card is removed, the original

Jun 20, 2026

Deleting Uncommitted Configurations

Deleting Uncommitted Configurations Run the clear configuration candidate
command in any view after configuring the two-stage mode to delete all
uncommitted configurations.
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Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.piano-lessons.co.za
Email: info@piano-lessons.co.za
Phone: +31 6 37258914
Address: Herengracht 123, 1015 BT Amsterdam, Netherlands

This document is for informational purposes only. Specifications subject to
change without notice.
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